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650º 343°C 
Aluminum
 ADP, AFO, ASC, ASP

600º 316°C 
Silicone Rubber
SFC, SFL, SPP, SRC, SWP

500º 260°C 
Flex500 ™
HETV, HEZ, HFC, HJS, HTP,  
HVC, HVTP, MKITS HVC

Masking Tape
MDK, MTK, MTS

400º 204°C 
Masking Tape and Paper
MDG, MTB, MTG, PSC, PTC, PTP

350º 177°C 
Standard Vinyl
AN, DR, EGL-12, ETV, EZ, HB, MKITS VC, MS,  
PCN, SQRV, RERV, TP, TUV, TV, VAC, VAS, VC,  
VCF, VF, VFC, VFE, VFT, VGR, VHC, VHF, VHG,  
VHR, VIF, VMF, VNG, VOR, VRF, VRR, VS, VSC,  
VSE, VSR, VTC, VTP, VVC

300º 149°C 
Nylon 
BT, CAB, DOP, MT, Multi-Purpose Plug,  
OCB, SB, SHB

FlexTemp 
BPFE, ECP, GRO, HC, HCR, STC, T, UES

250º 121°C 
Polypropylene
BSP, CVC, CVV, P (P-48C), PVCP, RP, RPO-M, TES

215º 102°C 
High-Density Polyethylene
DC, DPN, DSQ3, EGL-11, FAF, FAN, FAR, FBH, 
MSC-RQ2, MSC-YQ2, MSP, P, PDO, RPO, TH,  
TPN, TPN-F, UT

190º 90°C 
Linear Low-Density 
Polyethylene
EPN-240, EPN-250, EPN-305, EPN-310, TB, TM

ABS 
PVW

175º 79°C 
Low-Density Polyethylene
American (12-thread) Standard Caps, BC, BP, BPF,  
C, CBC, CBW, CC, CCF, CD, CE, CEC, CEG, CEP, 
COF, CPT, CSW, CT, DCC, DCF, Diesel Fuel Injector 
Cap, DO, DP, E, ECP, EGL-22, EMC, EP, Extra-Wide 
Flange Center-Pull Plugs, EZC, EZP, FCO, FCR, FF, 
Finishing Flanges, FP, FPN, FTC, GC, HC (HC-7), 
HSF, IEC, J, JS, K, L, MDC, MJ, MJS, OE, OF, OT, 
Packaging Caps, PD, PDE, PDF, PDH, PDI, PIP, 
PIP-TAB, PMW, PN, PO, PZC, PZP, RC, RCL, RER, 
RH, RJ, SC, SEC, SEP, SF, SFP, SH, SPT, SQR, SR, 
STP, SVS, SWP, T, TE, TE-HNG, TE-TAB, USB, UTP, 
Valve Flange Protectors, VP, W, WW, WWX

150º 65°C 
Polyethylene Terephthalate 
Glycol
TRC, TRO, TSC, TSO

140º 60°C 
Ethylene Vinyl Acetate
DCC, BPF (BPF-5mm, BPF-6mm, BPF-1/4)

Material Selection by Temperature

The information above depicts the intermittent temperature-resistance characteristics of the entire list of 
Caplugs materials. For complete service temperature information and other physical properties of Caplugs 
materials, consult the Material Data Chart on pages 140 and 141. And, of course, take advantage of our 
free samples to test a part in your specific application before ordering.

Note: Most vinyl Flex500 products are also available in Medical Grade and Static Dissipative Vinyl. Most 
Low-Density Polyethylene products are also available in FlexTemp (Thermoplastic Rubber) material. 
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Color Options

For special materials, contact customer service.

*Colors shown are not exact. Please request a color sample for verification.

Low-Density Polyethylene PE-LD01

NAT 001 
(translucent)

NAT 001 
(translucent)

NAT 001

Vinyl PVC

FlexTemp (Thermoplastic Rubber) TEO70

Standard Option Materials/Colors*

High-Density Polyethylene PE-HD06

Polypropylene PP08

Ethylene Vinyl Acetate E/VAC04

YEL 002BLK 002

BLK 002 BLK 002 GRN 002

RED 002

RED 002 RED 002

WHT 002 GRN 002 BRN 547 ORG 002 BLU 003 BLU 002 GRY 009

PVC WHT 
902

PVC BLK 
100

PVC BRN 
200

PVC ORG 
400

PVC RED 
312

PVC GRN 
601

PVC GRY 
801

PVC BLU 
707

PVC YEL 
501
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Material Data Chart  
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Material Data Chart (cont.)  

1411-888-CAPLUGS  (227-5847) 
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Military & NAS Specifications

Vinyl Conversion Chart

Specs  Series/Page Specs  Series/Page Specs  Series/Page
MIL-C-52078  P ..................... 53 

T ................14-16  
RP................... 62  
PD ...................56  
CD ...................43  
SC ..............20-21 

MIL-C-5501/1  ASP ................61  
PD ...................56

MIL-C-5501/2 ADP ................60 
 RP ...................62

MIL-C-5501/3 ASC ................42 
 CD ...................43

MIL-C-5501/5 P .....................53

MIL-C-5501/7 T ................14-16

MIL-C-5501/8 K .....................49

MIL-C-5501/9 SC ..............20-21

MIL-C-5501/10 RP ...................62

MIL-C-5501/11 CD ...................43

MIL-C-5501/31 MSC-RQ2 .......96 
 MSC-YQ2 .......96

MIL-C-5501/32 DS-Q3 .............97

MIL-8779-ANSI B1.1 DC ...................42

AS 90376 C.......................94 
(formerly MS 90376) EC ....................94 
 EP ....................99 
 SEC ..................95 
 SEP ................100 
 CEC ..................95 
 CEP ................101

MS-25177 USB ..................99

NAS-816 WW ............ 18-19

NAS-831 C.......................94 
 EC ....................94

NAS-831B SEC ..................95 
NAS-831C CEC ..................95

NAS-832 CD ....................43

NAS-833 PD ....................56

NAS-834 T (Red only) 14-16

NAS-835 ASC ..................42

NAS-836 ASP ..................61

NAS-837 E .......................99 
 EP ....................99 
 USB ................100

NAS-837B SEP ................100 
NAS-837C CEP ................101

NAS-838 RP ....................62

NAS-840 P (P-38B) ..........53

NAS-842 ADP ..................60

NAS-843 K ......................49

NAS-844 SC .............. 20-21

Please Note:

NAS-813 has been superseded by NAS-831

NAS-814 has been superseded by NAS-832

NAS-815 has been superseded by NAS-833

NAS-817 has been superseded by NAS-835

NAS-818 has been superseded by NAS-836

NAS-820 has been superseded by NAS-837

Dash # Divided By 16 = Decimal Figure

This chart is a helpful tool when trying to determine the proper vinyl cap or plug that may suit your application. The dash numbers are  
equivalent to the length of the part and are available in increments of 1/16th".

1/16 0.0625 -1 2 1/16 2.0625 -33 4 1/16 4.0625 -65 6 1/16 6.0625 -97
1/8 0.1250 -2 2 1/8 2.1250 -34 4 1/8 4.1250 -66 6 1/8 6.1250 -98
3/16 0.1875 -3 2 3/16 2.1875 -35 4 3/16 4.1875 -67 6 3/16 6.1875 -99
1/4 0.2500 -4 2 1/4 2.2500 -36 4 1/4 4.2500 -68 6 1/4 6.2500 -100
5/16 0.3125 -5 2 5/16 2.3125 -37 4 5/16 4.3125 -69 6 5/16 6.3125 -101
3/8 0.3750 -6 2 3/8 2.3750 -38 4 3/8 4.3750 -70 6 3/8 6.3750 -102
7/16 0.4375 -7 2 7/16 2.4375 -39 4 7/16 4.4375 -71 6 7/16 6.4375 -103
1/2 0.5000 -8 2 1/2 2.5000 -40 4 1/2 4.5000 -72 6 1/2 6.5000 -104
9/16 0.5625 -9 2 9/16 2.5625 -41 4 9/16 4.5625 -73 6 9/16 6.5625 -105
5/8 0.6250 -10 2 5/8 2.6250 -42 4 5/8 4.6250 -74 6 5/8 6.6250 -106
11/16 0.6875 -11 2 11/16 2.6875 -43 4 11/16 4.6875 -75 6 11/16 6.6875 -107
3/4 0.7500 -12 2 3/4 2.7500 -44 4 3/4 4.7500 -76 6 3/4 6.7500 -108
13/16 0.8125 -13 2 13/16 2.8125 -45 4 13/16 4.8125 -77 6 13/16 6.8125 -109
7/8 0.8750 -14 2 7/8 2.8750 -46 4 7/8 4.8750 -78 6 7/8 6.8750 -110
15/16 0.9375 -15 2 15/16 2.9375 -47 4 15/16 4.9375 -79 6 15/16 6.9375 -111
1 1.0000 -16 3 3.0000 -48 5 5.0000 -80 7 7.000 -112
1 1/16 1.0625 -17 3 1/16 3.0625 -49 5 1/16 5.0625 -81 7 1/16 7.0625 -113
1 1/8 1.1250 -18 3 1/8 3.1250 -50 5 1/8 5.1250 -82 7 1/8 7.1250 -114
1 3/16 1.1875 -19 3 3/16 3.1875 -51 5 5/16 5.1875 -83 7 3/16 7.1875 -115
1 1/4 1.2500 -20 3 1/4 3.2500 -52 5 1/4 5.2500 -84 7 1/4 7.2500 -116
1 5/16 1.3125 -21 3 5/16 3.3125 -53 5 3/16 5.3125 -85 7 5/16 7.3125 -117
1 3/8 1.3750 -22 3 3/8 3.3750 -54 5 3/8 5.3750 -86 7 3/8 7.3750 -118
1 7/16 1.4375 -23 3 7/16 3.4375 -55 5 7/16 5.4375 -87 7 7/16 7.4375 -119
1 1/2 1.5000 -24 3 1/2 3.5000 -56 5 1/2 5.5000 -88 7 1/2 7.5000 -120
1 9/16 1.5625 -25 3 9/16 3.5625 -57 5 9/16 5.5625 -89 7 9/16 7.5625 -121
1 5/8 1.6250 -26 3 5/8 3.6250 -58 5 5/8 5.6250 -90 7 5/8 7.6250 -122
1 11/16 1.6875 -27 3 11/16 3.6875 -59 5 11/16 5.6875 -91 7 11/16 7.6875 -123
1 3/4 1.7500 -28 3 3/4 3.7500 -60 5 3/4 5.7500 -92 7 3/4 7.7500 -124
1 13/16 1.8125 -29 3 13/16 3.8125 -61 5 13/16 5.8125 -93 7 13/16 7.8125 -125
1 7/8 1.8750 -30 3 7/8 3.8750 -62 5 7/8 5.8750 -94 7 7/8 7.8750 -126
1 15/16 1.9375 -31 3 15/16 3.9375 -63 5 15/16 5.9375 -95 7 15/16 7.9375 -127
2 2.0000 -32 4 4.0000 -64 6 6.0000 -96 8 8.0000 -128

142


